Introduction
In numerous tropical Pacific islands, the clarity of coastal lagoon waters is an essential parameter allowing the development of massive coral reefs and numerous benthic living species of prime importance for ecology and for fishing. This richness is essentially due to the oligotrophy of in the lagoon and open ocean waters of New Caledonia [53] . Due to the possible strong influence of bathymetry and bottom colour, our support vector regression (SVR) model considers not only reflectance channels but also these two physical parameters as independent variables. Comparison of the results of our approach with published algorithms for estimation of turbidity from in-situ reflectance channels [39] or from MODIS images [33] emphasizes the potential of our model at retrieving the in-situ turbidity in shallow oligotrophic waters.
Materials and Methods

Study Area
New Caledonia is a South Pacific archipelago located between longitudes 162° and 169° E and latitudes 19° and 23° S. The study area-the Voh-Koné-Pouembout (VKP) lagoon in the Northern Province of New Caledonia-extends from 164.5° to 164.9° E and from 20.89° to 21.22° S (Figure 1 ). This lagoon is particularly concerned by the enhanced inputs of sediments due to mining activities since the Koniambo Nickel SAS (KNS) company started mining nickel at the Koniambo regolith in 2013. During the arrangement of the Koniambo regolith for mining vehicle access, as well as the construction of the nickel pyrometallurgical plant including large dredging in the lagoon, the whole area was monitored in order to assess the possible environmental impacts, especially on fish, coral reefs and marine vegetation [8] . Although it can be controlled by both river discharge and resuspension [18] , turbidity was defined as an indicator for assessing water quality in the lagoon [54] . Points colours correspond to bathymetry, i.e., Water 2017, 9, 737 3 of 22 in the lagoon and open ocean waters of New Caledonia [53] . Due to the possible strong influence of bathymetry and bottom colour, our support vector regression (SVR) model considers not only reflectance channels but also these two physical parameters as independent variables. Comparison of the results of our approach with published algorithms for estimation of turbidity from in-situ reflectance channels [39] or from MODIS images [33] emphasizes the potential of our model at retrieving the in-situ turbidity in shallow oligotrophic waters.
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Study Area
New Caledonia is a South Pacific archipelago located between longitudes 162° and 169° E and latitudes 19° and 23° S. The study area-the Voh-Koné-Pouembout (VKP) lagoon in the Northern Province of New Caledonia-extends from 164.5° to 164.9° E and from 20.89° to 21.22° S (Figure 1 ). This lagoon is particularly concerned by the enhanced inputs of sediments due to mining activities since the Koniambo Nickel SAS (KNS) company started mining nickel at the Koniambo regolith in 2013. During the arrangement of the Koniambo regolith for mining vehicle access, as well as the construction of the nickel pyrometallurgical plant including large dredging in the lagoon, the whole area was monitored in order to assess the possible environmental impacts, especially on fish, coral reefs and marine vegetation [8] . Although it can be controlled by both river discharge and resuspension [18] , turbidity was defined as an indicator for assessing water quality in the lagoon [54] . The three main bays of the VKP lagoon are the Chasseloup Bay, the Vavouto Bay and the Katavili Bay ( Figure 1 ). The watersheds contributing to water discharge in these bays are principally drained by the Voh, the Taléa/Coco, the Pandanus, the Confiance and the Koné rivers.
The major fraction of the shoreline at this area is made of mangrove, a very productive ecosystem that protects the coast from erosion, acts as a refuge for marine biodiversity and potentially contributes to CO 2 fixation [55] . The sea bottom is made of mud (red to grey), sand (white to grey), fringing or reticulated coral reefs (white) or vegetation as sea grass or algae (grey) and it is delimited by a barrier reef [8] .
The bathymetry of the VKP lagoon ( Figure 2a ) was extracted from the official database of New Caledonia administration [56] . A double-check was achieved by determining at each station the maximal depth recorded by the Conductivity Temperature Depth (CTD) probe (between 5 and 20 profiles per station performed in 2014 and 2015, Figure 2b ). Following this protocol, the maximal water depth is 63 m. About 75% of the stations show a depth lower than 13 m, and more than 90% show a depth lower than 30 m ( Figure 2b ). The deepest waters are located in channels at and around passes to the open ocean while 70% of the lagoon shows a water depth lower than 5 m (Figure 2a ).
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The three main bays of the VKP lagoon are the Chasseloup Bay, the Vavouto Bay and the Katavili Bay ( Figure 1 ). The watersheds contributing to water discharge in these bays are principally drained by the Voh, the Taléa/Coco, the Pandanus, the Confiance and the Koné rivers.
The major fraction of the shoreline at this area is made of mangrove, a very productive ecosystem that protects the coast from erosion, acts as a refuge for marine biodiversity and potentially contributes to CO2 fixation [55] . The sea bottom is made of mud (red to grey), sand (white to grey), fringing or reticulated coral reefs (white) or vegetation as sea grass or algae (grey) and it is delimited by a barrier reef [8] .
The bathymetry of the VKP lagoon ( Figure 2a ) was extracted from the official database of New Caledonia administration [56] . A double-check was achieved by determining at each station the maximal depth recorded by the Conductivity Temperature Depth (CTD) probe (between 5 and 20 profiles per station performed in 2014 and 2015, Figure 2b ). Following this protocol, the maximal water depth is 63 m. About 75% of the stations show a depth lower than 13 m, and more than 90% show a depth lower than 30 m ( Figure 2b ). The deepest waters are located in channels at and around passes to the open ocean while 70% of the lagoon shows a water depth lower than 5 m (Figure 2a ). The three main bays of the VKP lagoon are the Chasseloup Bay, the Vavouto Bay and the Katavili Bay ( Figure 1 ). The watersheds contributing to water discharge in these bays are principally drained by the Voh, the Taléa/Coco, the Pandanus, the Confiance and the Koné rivers.
The bathymetry of the VKP lagoon ( Figure 2a ) was extracted from the official database of New Caledonia administration [56] . A double-check was achieved by determining at each station the maximal depth recorded by the Conductivity Temperature Depth (CTD) probe (between 5 and 20 profiles per station performed in 2014 and 2015, Figure 2b ). Following this protocol, the maximal water depth is 63 m. About 75% of the stations show a depth lower than 13 m, and more than 90% show a depth lower than 30 m ( Figure 2b ). The deepest waters are located in channels at and around passes to the open ocean while 70% of the lagoon shows a water depth lower than 5 m (Figure 2a ). 
Data
Field Measurements
In-situ turbidity values were collected by Analytical Environmental Laboratory (AEL) during a two-year survey (2014-2015) performed for the KNS company in an environmental monitoring context. During this survey, 76 stations were monitored with a SeaBird 19+ CTD probe (Bellevue, WA, USA) that provided measurements at several depths for different parameters including turbidity (in NTU) and fluorescence measured with an ECOFLNTU (from WetLabs, Philomath, OR, USA), pH, oxygen concentration, and salinity according to protocols described in [18] . The bottom colour at each station was estimated from visual in-situ observations [57] .
In-situ turbidity values along profiles were generally low, but could exceptionally exceed 10.0 NTU offshore (an exceptional value of 24.0 NTU was recorded on 21 June 2014). More than 70% of turbidity values were below 1.0 NTU and more than 85% were below 2.0 NTU (Figure 2c ). These turbidity values are typical of the New Caledonia lagoon [18, 39] , as well as of the Great Barrier Reef, depending on rain intensity [26, 34] . In order to provide in-situ turbidity values representative of the CTD profile, we used the median value of all filtered values over a 10 m depth rather than taking the median values of the 3 first meters as in [39] . Such a calculation aimed at taking into account the variations of turbidity along the water column [18, 39] .
Satellite Data
MODIS Aqua images were processed from the level 1A to level 2 by creating 250 m resolution data as in Bailey and Werdell [58] for all MODIS data over New Caledonia [59] . Atmospheric corrections were made by default (SeaDAS, but a specific flag was applied composed of 6 SeaDAS flags Land, Cloud, High Sun Glint, Stray Light, High TOA Radiance and Atmospheric Correction Failure adapted to shallow coastal lagoons [59] ). As a result, only a few pixels with negative reflectance values in the NIR (1240 nm) were found and subsequently eliminated from the coincidence research. Moreover, the match-ups with an R rs (1240) value above 0.001 Sr −1 were discarded because such values in infrared channels were considered as indicative of wrong atmospheric corrections or of the presence of emerged reefs within the pixel.
The product of this MODIS database is marine remote sensing reflectance (R rs ) available at 14 channels: 412, 443, 469, 488, 531, 547, 555, 645, 667, 678, 748, 859, 869 and 1240 nm. The processing provides also non-phytoplankton absorption coefficients (a dg ), particulate backscattering coefficients (b bp ) at 7 channels: 412, 433, 488, 531, 547, 555 and 667 nm. Turbidity assessment according to Ouillon et al. [39] (see Equation (1) below) and Dogliotti et al. [33] were calculated as outputs of the Level2-imagery processing, as well as [chl-a] by Wattelez et al. [53] .
Match-Ups
494 match-ups from MODIS Aqua images were selected using a 0.01 • square (about 1 × 1 km 2 ) centred on the visited station and in a 2-day temporal window [53, 58] . Table 1 summarizes numbers of match-ups according to the campaigns periods and lists the corresponding MODIS files. Satellite values were assigned according to three different methods as preconized for the research of coincident pixels [58] , i.e., with the closest neighbour method (CL), the weighted mean method (WMM) and the filtered mean method (FMM). This approach has already been successfully used for lagoon waters of New Caledonia in Dupouy et al. [60] and Wattelez et al. [53] .
Creation of the Support Vector Regression (SVR) Model
Sampling
Support Vector Regression (SVR) Models are built with a learning sample and then tested with a randomly selected test sample. In our study, the learning sample was constructed with 70% of the data and the test sample contained the remaining 30% of the data. This method is necessary to check the algorithm effectiveness without an overtraining effect. Each model was created and tested ten times (by using ten randomly selected samples). This process allowed selecting a model well fitted on average (and not on a particular random selection).
Indicators
Several indices were computed in order to compare the different models. These indices were the mean normalized bias (MNB), the mean normalized absolute error (MNAE), the mean absolute error (MAE) and the root mean square error (RMSE) with the following respective mathematical expressions:
where n is the number of observations, x i is the i th in-situ observation, y i is the i th remote sensing assessment. As a model was created and tested ten times, each index was computed ten times. Indicators of differences of two models were compared thanks to a paired Student's t-test. Different models were also compared using the values range, the coefficient of determination (R 2 ) in both linear and log-regression modes.
Support Vector Regression
In this study, the SVR was built with the following parameters: in-situ turbidity as the explained variable, and remote sensing parameters as the explanatory variables. We first performed tests with all remote sensing parameters (i.e., R rs in the visible spectra from 412 to 678 nm, and a dg and b bp ) as explanatory variables. Considering the low turbidity values of our in-situ dataset, we decided in a first approach not to select the MODIS NIR channels (i.e., 748, 859, 869 and 1240 nm) available in the products data set. This option was chosen on the basis of previous studies [31, 33, 39] which suggested that these channels should not bring information in the low turbidity values range of our study. The first SVR model was therefore deliberately based on visible channels, and the bathymetry and bottom colour were added as explanatory variables to test if these physical parameters bring some significant information. However, to check this assumption, we re-integrated the NIR channels in a second step in order to check the capacity of these channels at improving our SVR model in the case of oligotrophic shallow waters.
The SVR was implemented by using the "svm" function of the R package "e1071" [61] . This function uses an epsilon-regression with a radial kernel whose γ parameter is equal to 1 m where m is the number of explanatory variables, ε = 0.1 for the insensitive-loss function and a cost parameter C = 1 is used in the Lagrange formulation.
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Algorithm Steps
The forward stepwise approach was used by successively adding the optical parameters, one by one. First, each optical parameter was tested as an explanatory variable in the model containing only one explanatory variable. The one giving the best results according to the aforementioned indicators was retained. Then, the selected model was expanded with a second optical parameter as an explanatory variable, selected according to values of the indicators, and so on.
At each step and for each optical parameter, 10 models were built with 10 different random learning samples and then tested with the 10 corresponding test samples, giving 10 different values for the indicators. If the added parameter did not bring information statistically significant, the last model was kept as the best model.
The last steps were the following: testing the bathymetry and the bottom colour significance, one by one, then removing some parameters in the model and testing again if results were significantly different. For a model, 10 values of an indicator were available (recall that there are 6 indicators, i.e., MNB, MNAE, MAE, RMSE, R 2 and log R 2 ). Then, comparison of the different models one to another by successive paired t-tests on the series of indicators enabled checking the significance of the indicators of differences. During this latter procedure, the H 0 hypothesis was "There is no significant difference between the two tested models", whereas the H 1 hypothesis was "Indicators computed from the model using an additional parameter are better than the others". We considered that the final model was the one providing the best indicators results and using the lowest number of parameters.
Interpolated Maps for In-situ Values
The resulting model of this study must be compared to other usual models and to in-situ values. Maps are a useful tool to clearly perceive spatial structures induced by models. But in-situ data are punctual, that is why they were interpolated before mapping.
In an aim of building a map of the interpolated data and comparing with a model applied on a MODIS image, ordinary kriging was implemented on the corresponding MODIS 250m-satellite grid. Turbidity values on all the stations were used to get an empirical variogram from which a variogram model (exponential, Gaussian or else according to the spatial variation structure) was designed with the "fit.variogram" function of the gstat R package. Then, the "krige" function was applied on data with the fitted variogram model. Finally, the kriging output was mapped with the colour scale used for the satellite data mapping.
Results
Evaluation of the SVR Model at Visible Wavelengths
At each step of our SVR approach, R rs values generally provided better results than R rs ratios. Other optical parameters such as a dg and b bp did not add information so they were discarded from the explanatory variables.
Our approach converged with a 3-parameters model that includes R rs (555), R rs (645) and R rs (667) The t-test 1 results clearly showed that (B) brings significant information in remotely-sensed assessment of turbidity in the VKP lagoon. Indeed, MNAE, MAE and RMSE computed with the (B.O.M.) were significantly lower than those computed with the (O.M.) and all the p-values were below 0.05 with a H 1 hypothesis being "The indicator is significantly below for the (B.O.M.)" (Table 2) . Similarly, the R 2 and the log-R 2 computed with the (B.O.M.) were significantly larger than those computed with the (O.M.), the H 1 hypothesis being "The indicator is significantly above for the (B.O.M.)". Similar results were obtained for the t-test 2, which indicated that adding (C) as an explanatory variable to the (B.O.M.) significantly improved the remotely-sensed assessments ( Table 2) .
Comparison of the in-situ turbidity with the remote-sensed turbidity assessed by our different SVR models showed that adding (B) and then (C) to the (O.M.) significantly improved the quality of the model (Figure 3 The t-test 1 results clearly showed that (B) brings significant information in remotely-sensed assessment of turbidity in the VKP lagoon. Indeed, MNAE, MAE and RMSE computed with the (B.O.M.) were significantly lower than those computed with the (O.M.) and all the p-values were below 0.05 with a H1 hypothesis being "The indicator is significantly below for the (B.O.M.)" (Table 2) . Similarly, the R 2 and the log-R 2 computed with the (B.O.M.) were significantly larger than those computed with the (O.M.), the H1 hypothesis being "The indicator is significantly above for the (B.O.M.)". Similar results were obtained for the t-test 2, which indicated that adding (C) as an explanatory variable to the (B.O.M.) significantly improved the remotely-sensed assessments ( Table 2) .
Comparison of the in-situ turbidity with the remote-sensed turbidity assessed by our different SVR models showed that adding (B) and then (C) to the (O.M.) significantly improved the quality of the model (Figure 3 
Comparison with Other Models
This SVR model was then compared with the already existing algorithms of Ouillon et al. [39] (hereafter referred as O2008, set for New Caledonia waters, based on in-situ reflectance data) and Dogliotti et al. [33] (hereafter referred as D2015, based on MODIS images), that have not yet been tested on satellite data over oligotrophic shallow waters. Figure 4 shows that the density of errors is close to 0 with C.B.O.M., which is not the case for the O2008 and D2015 models. This comparison shows then that C.B.O.M. is more suited than a general model in the lagoon of the VKP area. 
Using NIR Channels as Explanatory Variables
Testing the use of NIR channels (from 700 to 869 nm) through the three R rs (859), R rs (488)/R rs (555) and R rs (667)/R rs (678) parameters for another SVR model including both bathymetry and bottom colour yields a new model (i.e., C.B.NIR.M.) that improved the quality of turbidity assessment ( Figure 5 ). This improvement can be evaluated by comparison of Figures 3b and 5 , which shows that the highest turbidity values retrieved with C.B.NIR.M. are above those retrieved with C.B.O.M. and then slightly better fit the in-situ values.
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Testing the use of NIR channels (from 700 to 869 nm) through the three Rrs (859), Rrs (488)/Rrs (555) and Rrs (667)/Rrs (678) parameters for another SVR model including both bathymetry and bottom colour yields a new model (i.e. C.B.NIR.M.) that improved the quality of turbidity assessment ( Figure  5 ). This improvement can be evaluated by comparison of Figures 3b and 5 , which shows that the highest turbidity values retrieved with C.B.NIR.M. are above those retrieved with C.B.O.M. and then slightly better fit the in-situ values. Figure 5c shows that with the B.O.M., some pixels with turbidity above the mean level (164.75 • lon, −21.15 • lat) were retrieved in shallow waters though generally high measured turbidity values were not retrieved everywhere.
Application to MODIS Images
Water 2017, 9, 737 12 of 22 (164.55° lon, -21.00° lat) are probably due to localised coral resuspension. Figure 6b (O2008) shows that high turbidity values were located in shallow waters near the coast (164.78° lon, −21.12° lat) as well as on shallow reef flats (164.75° lon, −21.15° lat) due to bottom effect. Figure 5c shows that with the B.O.M., some pixels with turbidity above the mean level (164.75° lon, −21.15° lat) were retrieved in shallow waters though generally high measured turbidity values were not retrieved everywhere. The three main bays of the VKP lagoon are the Chasseloup Bay, the Vavouto Bay and the Katavili Bay (Figure 1 ). The watersheds contributing to water discharge in these bays are principally drained by the Voh, the Taléa/Coco, the Pandanus, the Confiance and the Koné rivers.
The bathymetry of the VKP lagoon (Figure 2a ) was extracted from the official database of New Caledonia administration [56] . A double-check was achieved by determining at each station the maximal depth recorded by the Conductivity Temperature Depth (CTD) probe (between 5 and 20 profiles per station performed in 2014 and 2015, Figure 2b ). Following this protocol, the maximal water depth is 63 m. About 75% of the stations show a depth lower than 13 m, and more than 90% show a depth lower than 30 m (Figure 2b) . The deepest waters are located in channels at and around passes to the open ocean while 70% of the lagoon shows a water depth lower than 5 m (Figure 2a ). The three main bays of the VKP lagoon are the Chasseloup Bay, the Vavouto Bay and the Katavili Bay (Figure 1 ). The watersheds contributing to water discharge in these bays are principally drained by the Voh, the Taléa/Coco, the Pandanus, the Confiance and the Koné rivers.
The bathymetry of the VKP lagoon (Figure 2a ) was extracted from the official database of New Caledonia administration [56] . A double-check was achieved by determining at each station the maximal depth recorded by the Conductivity Temperature Depth (CTD) probe (between 5 and 20 profiles per station performed in 2014 and 2015, Figure 2b ). Following this protocol, the maximal water depth is 63 m. About 75% of the stations show a depth lower than 13 m, and more than 90% show a depth lower than 30 m (Figure 2b) . The deepest waters are located in channels at and around passes to the open ocean while 70% of the lagoon shows a water depth lower than 5 m (Figure 2a ). Figure 6c ) whereas values assessed by O2008 were usually high (up to 5 NTU).
Water 2017, 9, 737 13 of 22 the barrier reef were quite low (<1.5 NTU, Figure 6c ) whereas values assessed by O2008 were usually high (up to 5 NTU). Figure 3b ) more accurate than those retrieved by the O2008 model ( Figures 6 and 7) . These results indicate that, (Figure 1 ). The watersheds contributing to water discharge in these bays are principally drained by the Voh, the Taléa/Coco, the Pandanus, the Confiance and the Koné rivers.
The bathymetry of the VKP lagoon (Figure 2a ) was extracted from the official database of New Caledonia administration [56] . A double-check was achieved by determining at each station the maximal depth recorded by the Conductivity Temperature Depth (CTD) probe (between 5 and 20 profiles per station performed in 2014 and 2015, Figure 2b ). Following this protocol, the maximal water depth is 63 m. About 75% of the stations show a depth lower than 13 m, and more than 90% show a depth lower than 30 m (Figure 2b) . The deepest waters are located in channels at and around passes to the open ocean while 70% of the lagoon shows a water depth lower than 5 m (Figure 2a ). Bay (Figure 1 ). The watersheds contributing to water discharge in these bays are principally drained by the Voh, the Taléa/Coco, the Pandanus, the Confiance and the Koné rivers.
The bathymetry of the VKP lagoon (Figure 2a ) was extracted from the official database of New Caledonia administration [56] . A double-check was achieved by determining at each station the maximal depth recorded by the Conductivity Temperature Depth (CTD) probe (between 5 and 20 profiles per station performed in 2014 and 2015, Figure 2b ). Following this protocol, the maximal water depth is 63 m. About 75% of the stations show a depth lower than 13 m, and more than 90% show a depth lower than 30 m (Figure 2b) . The deepest waters are located in channels at and around passes to the open ocean while 70% of the lagoon shows a water depth lower than 5 m (Figure 2a ). Figure 3b ) more accurate than those retrieved by the O2008 model ( Figures 6 and 7) . These results indicate that, despite its difficulty at assessing the highest turbidity values, the present SVR model is more suited than the O2008 model that overestimated turbidity with more than 25% for pixels with a turbidity value above 5 FTU. 
Discussion
Validity of the SVR for Turbidity or SPM Estimation, and Comparison to Previous Algorithms
The SVR model was tested using in-situ turbidity with a SeaBird 19+ CTD calibrated during the period 2014-2015. A relationship can be inferred between turbidity and Suspended Particulate Matter (SPM) [62, 63] but this relation is highly dependent on the area explored and on the season considered as well [64] . Consequently, the present SVR model can be used to estimate suspended matter concentration, but only on the VKP region where this regression was set.
The SVR optical model uses 3 channels in the visible, i.e., R rs (555), R rs (645) and R rs (667). Many algorithms have used the 667 nm wavelength (see for instance [26, 33] ). It has been shown that the sensitivity of one-band algorithms depends on both wavelength and turbidity range, with reflectance at shorter wavelengths more sensitive to low turbidity and reflectance at longer wavelengths more sensitive to high turbidity [31, 39, 65] . Even if these proposed algorithms show performance with low mean relative errors on a large turbidity range (e.g., with a 20% RMSE for turbidity ranging from 1 to 1000 FNU [33] ), they were not developed for oligotrophic shallow tropical waters.
The O2008 algorithm developed over the Southern Lagoon of New Caledonia is designed for oligotrophic waters. However, it is restricted to water depth > 14 m or to water with turbidity > 1 FTU and depth > 10.5 m. In its present state, it can then not be applied successfully to the shallow parts of the lagoon where the bottom influence is not negligible. Indeed, in that context, the upwelling light emerging from the sea surface is affected by the bottom reflectance that is in fact composed of two terms (R rs -water and R rs -bottom). The measured R rs can thus no more be considered to infer the inversion algorithm because its value over shallow waters is higher than the R rs -water value. This mismatch will yield an overestimation of the turbidity retrieved from the O2008 or D2015 (for the same reason) algorithms compared to that retrieved using the SVR method.
As shown on Figure 8 Petus et al. [25] found that the MODIS-Aqua band at 859 nm was not sensitive enough to detect turbidity variations between 0.01 and 10 NTU in the Adour River. Nevertheless, as this study context is widely different from ours (oligotrophic waters), good results provided by C.B.NIR.M. may encourage us to test in the future another model using the visible and near-infrared bands but without considering anymore the bottom colour as a possible explanatory variable. However, the C.B.NIR.M. failed more than the C.B.O.M. at retrieving the highest values of turbidity with underestimation of the highest values by 49% and 46.5%, respectively ( Table 2 ). This performance can be explained by reasons that are discussed in the following part, such as a temporal window of 48 hours between satellite overpass and field measurements, and that can be considered in the next applications of this method. Another reason of discrepancy may be considered in future tests as the penetration depth of light is very low in the NIR. Considering turbidity averaged over 10 m for model training could be reduced to a smaller depth below the surface in next applications.
Other Possible Improvements of Our Modelling Approach
Vertical Heterogeneity of In-situ Turbidity Profiles
Examination of the in-situ turbidity vertical profiles indicates that the coastal VKP lagoon area is rather mixed as is the South-Western lagoon [18, 69] . We then decided to link the ocean colour on each pixel to the median value of the in-situ turbidity value from 0 to 10 m depth. However, the ocean colour on a pixel actually depends on turbidity values in the water column weighted by an exponential function of the depth of measurement [66] [67] [68] and, in shallow waters, on the bottom colour [70] [71] [72] . It could then be interesting to depict more precisely the function that links the surface value of in-situ turbidity to the vertical profile and to the bottom colour by considering separately the SPM and the seabed contributions to this parameter. (Figures 6a and 7a) and it should then be improved when a sufficient number of high turbidity values is available for the training of the SVR model (i.e. along a greater sampling period including significant climatic events). Since it is usually difficult to obtain The addition of a NIR channel (C.B.NIR.M.) slightly improved the model performance, in particular over the brown bottoms. The smaller penetration depth of near infra-red light as compared to the visible bands (due to the high absorption of light by water molecules, see for example References [66] [67] [68] ) makes the upwelling radiance much more dependent on water and dissolved or suspended matter properties than on bottom colour. That is likely the reason why the performance of the C.B.NIR.M model did not depend anymore or very little on the bottom colour (see Figure 5 ).
Turbidity Values Distribution
Petus et al. [25] found that the MODIS-Aqua band at 859 nm was not sensitive enough to detect turbidity variations between 0.01 and 10 NTU in the Adour River. Nevertheless, as this study context is widely different from ours (oligotrophic waters), good results provided by C.B.NIR.M. may encourage us to test in the future another model using the visible and near-infrared bands but without considering anymore the bottom colour as a possible explanatory variable. However, the C.B.NIR.M. failed more than the C.B.O.M. at retrieving the highest values of turbidity with underestimation of the highest values by 49% and 46.5%, respectively ( Table 2 ). This performance can be explained by reasons that are discussed in the following part, such as a temporal window of 48 hours between satellite overpass and field measurements, and that can be considered in the next applications of this method. Another reason of discrepancy may be considered in future tests as the penetration depth of light is very low in the NIR. Considering turbidity averaged over 10 m for model training could be reduced to a smaller depth below the surface in next applications.
Other Possible Improvements of Our Modelling Approach
Vertical Heterogeneity of In-situ Turbidity Profiles
Examination of the in-situ turbidity vertical profiles indicates that the coastal VKP lagoon area is rather mixed as is the South-Western lagoon [18, 69] . We then decided to link the ocean colour on each pixel to the median value of the in-situ turbidity value from 0 to 10 m depth. However, the ocean colour on a pixel actually depends on turbidity values in the water column weighted by an exponential function of the depth of measurement [66] [67] [68] and, in shallow waters, on the bottom colour [70] [71] [72] . It could then be interesting to depict more precisely the function that links the surface value of in-situ turbidity to the vertical profile and to the bottom colour by considering separately the SPM and the seabed contributions to this parameter. (Figures 6a and 7a) and it should then be improved when a sufficient number of high turbidity values is available for the training of the SVR model (i.e., along a greater sampling period including significant climatic events). Since it is usually difficult to obtain images with plumes and high turbidity right after a significant climatic event because of the cloud coverage, an alternative way would be to train the SVR model with in-situ reflectance values rather than with satellite values.
Turbidity Values Distribution
Moreover, customizing the parameters of our SVR model, including the kernel function and the C cost parameter, could improve the results by providing a distribution of retrieved values closer to the distribution of the in-situ values.
Match-Up Research Procedure
A limitation of our approach during the match-up process in the lagoon waters from the VKP area in New Caledonia is the use of methods mainly developed for the open ocean [58] , where sea floor and bathymetry do not influence the ocean colour and where spatial and temporal changes in biogeochemical parameters are quite low. However, in lagoon waters, many localized and transient phenomena, such as upwelling, river inputs and resuspension due to wind bursts, can influence in-situ turbidity values at short distance and time scales. A future improvement of our approach could then consist in reducing both the temporal and spatial windows that are used during the match-up process. However, such a reduction would imply a reduced number of coincidences, which would raise the issue of data representativeness and significance to create a robust model.
Model Conception
Generic models designed to remotely assess turbidity values are generally customized with in-situ turbidity values and in-situ reflectance values. By this way, resulting models have only to be fitted according to remote reflectance sensors. Since the current SVR model was customized with in-situ turbidity values and remote reflectance values from Aqua-MODIS, it is highly dependent from the MODIS sensors. Nevertheless, the methodology developed with this SVR model should be easily used with other sensors providing a sufficient training dataset in coincidence with in-situ data is available.
An alternative could be to develop a SVR model from in-situ turbidity and R rs for any sensor obtained from in-situ hyperspectral R rs values and the spectral sensitivity of the given sensor. Such an opportunity would overcome the need of many sets of match-up for different sensors. Figure 9 shows the MODIS reflectance spectra obtained on all coincident pixels of the VKP lagoon area for the 2014-2015 period that was used to construct our SVR model. Grey bottom pixels' reflectance spectra show little variability according to turbidity range. The highest R rs values were linked to the brown bottom pixels, and to white bottom pixels with turbidity values below 1 NTU. On white bottom pixels, the higher reflectance values for lower turbidity values clearly show the prevalence of the bottom effect in the optical signal. Although the current data set was too small to strongly support this statement, this effect seems to be opposite on brown bottom pixels. This latter point illustrates the difficulty to remotely assess turbidity in oligotrophic shallow waters and it then emphasizes the interest of the SVR method. 
Spectral Classification of MODIS Pixels in the VKP Lagoon
Including the Bottom Colour
In the present SVR model, the optical signal of the bottom is integrated in the model conception and it is weighted by the bathymetry and the bottom colour. Some bathymetric patterns slightly appear on the derived turbidity maps (e.g. Figures 6c and 7c as compared to Figure 2 ) but a generalized integration of the bottom colour in the application should bring more accurate results. The main remaining challenge of this approach lies in constructing a SVR model that could include the bottom colour at each pixel. To reach this goal, a first approach would consist in collecting this variable by in-situ observations at the largest possible number of stations. However, this option appears difficult to apply at the lagoon scale. Another option would be to extrapolate a bottom colour from geological maps. An alternative approach could be to retrieve the bottom colour from an extremely clear image, where the water column is considered null, by using the Lyzenga's method from ocean colour reflectance [70, 73, 74] , and then operate a spectral classification to associate each pixel of the image to a bottom colour as successfully applied in other areas of New Caledonia [42, 43] . Such a method will be applied on the VKP lagoon area in order to evaluate its improvements toward the C.B.O.M. for turbidity retrieving in oligotrophic shallow waters. Figures 5 and 6 show an application of the B.O.M. SVR on two particular days for MODIS. We may also use the Sentinel 2 or Sentinel 3 data in order to produce synoptic maps for studying the temporal variations on the whole area.
Conclusion
This paper introduced an empirical algorithm-based on the SVR method-for assessing turbidity values in oligotrophic shallow waters from MODIS images. This algorithm was tested on 
Including the Bottom Colour
In the present SVR model, the optical signal of the bottom is integrated in the model conception and it is weighted by the bathymetry and the bottom colour. Some bathymetric patterns slightly appear on the derived turbidity maps (e.g., Figures 6c and 7c as compared to Figure 2 ) but a generalized integration of the bottom colour in the application should bring more accurate results. The main remaining challenge of this approach lies in constructing a SVR model that could include the bottom colour at each pixel. To reach this goal, a first approach would consist in collecting this variable by in-situ observations at the largest possible number of stations. However, this option appears difficult to apply at the lagoon scale. Another option would be to extrapolate a bottom colour from geological maps. An alternative approach could be to retrieve the bottom colour from an extremely clear image, where the water column is considered null, by using the Lyzenga's method from ocean colour reflectance [70, 73, 74] , and then operate a spectral classification to associate each pixel of the image to a bottom colour as successfully applied in other areas of New Caledonia [42, 43] . Such a method will be applied on the VKP lagoon area in order to evaluate its improvements toward the C.B.O.M. for turbidity retrieving in oligotrophic shallow waters. Figures 5 and 6 show an application of the B.O.M. SVR on two particular days for MODIS. We may also use the Sentinel 2 or Sentinel 3 data in order to produce synoptic maps for studying the temporal variations on the whole area.
Conclusions
This paper introduced an empirical algorithm-based on the SVR method-for assessing turbidity values in oligotrophic shallow waters from MODIS images. This algorithm was tested on the oligotrophic shallow waters of the West Coast of New Caledonia, but it may be applicable to other similar areas. The optical explanatory variables included in this SVR model were selected according to statistical considerations, and improving results of turbidity assessments given by generic algorithms which are not adapted to shallow oligotrophic waters. Since bathymetry and bottom colour showed to widely influence the remotely-sensed optical signal, both parameters were introduced as explanatory parameters in the SVR model. Despite the complex optical character of the waters at the VKP lagoon area studied, this latter approach significantly improved the capacity of our SVR model at retrieving the in-situ turbidity data in these oligotrophic shallow waters.
Since the SVR model introduced in this paper is based on a limited set of in-situ data with low turbidity values, extending the range of these data should improve its accuracy for higher turbidity values. Considering that this method is widely applicable on hyperspectral and multispectral remote sensors, such as Sentinels, it should allow a better monitoring of coastal shallow waters in coral reefs.
